
 

 

Description  

     

 

� Ergonomic fit to suit your legs' shape, gusset on the inside of the legs and at crotch 
(with extra reinforcement).  

� Durable triple stitched seams on leg and crotch extend product life.  
� Phone pocket integrated in the right pocket.  
� CORDURA® reinforced kneepad pockets - with insertion of kneepads from above, 

with flap, so they don’t collect dirt.  
� Extra visibility with the help of reflectors.  

Two-toned. Light fabric. Triple stitched seams at leg and crotch. Low waist and form cut 
waist band. Ergonomically formed trouser leg. Belt loops. D-ring. Fly with zip. Tool strap 
at waist. Spacious front pockets - one with easily accessible telephone pocket. Back 
pockets with reinforcement. Adjustable hammer loop. Thigh pocket with phone pocket 
and flap with hidden press studs. Reinforced ruler pocket. Pen pocket. Adjustable 
kneepad pockets in durable CORDURA® (500 D) with flap and top access. Reflectors.  
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More info

Colours  

Sizes  

View size chart  

Material  

65% polyester/35% cotton, 270 g/m²  

Care instructions/Info  

     

 

Twill. Industrial care category A1  

Leg length and size: 76 cm: C 46-C 56 • 82 cm: C 42-C 68 • 90 cm: C 46-C 62

Size Waist Inside leg length

82 C 
42

68 cm

82 C 
43

70,5 
cm

82 C 
44

73 cm

82 C 
45

75,5 
cm

82 C 
46

78 cm

82 C 
47

80,5 
cm

82 C 
48

83 cm

82 C 
49

85,5 
cm

82 C 
50

88 cm

82 C 
51

90,5 
cm

82 C 
52

93 cm

82 C 
54

98 cm

82 C 
56

103 cm

82 C 
58

108 cm

82 C 
60

113 cm

82 C 
62

118 cm Inner seam 82 cm (32 inches) regular.

82 C 
64

123 cm

82 C 
66

128 cm

82 C 
68

133 cm Inner seam 82 cm (32 inches) regular.

90 C 
46

78 cm

-90 C 
62

-118 
cm

Inner seam 90 cm (35 inches) tall only available in C46-C62

76 C 
46

78 cm

-76 C 
56

- 103 
cm

Inner seam 76 cm (30 inches) short only available in C46 - C56. 
NOT available in odd-sizes.

No liability accepted for product alterations. 

    

 

Tested in accordance with EN ISO 15797 and assessed according to ETSA. The fabric 


